Graph 1. System Substation Capacity

Cumulative Distribution Substation Non-Coincident Load and

Capacity Additions
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Graph 2. Southwest Substation Capacity and Load Comparison
Southwest Cumulative Load and Capacity Additions
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Graph 3. Southeast Substation Capacity and Load Comparison

Southeast Cumulative Load and Capacity Additions
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Graph 4. Northeast Substation Capacity and Load Comparison
Northeast Cumulative Load and Capacity Additions
1800 100%
1600 T 95%
+ 909
1400 90%
T 85%
1200
T 80%
1000
z T 75%

800
T 70%

600
T 65%

T 60%

1990 1991 1992 1993 1994 1995 1996 1997 1998 1999 2000 2001 2002

|_7 normalized load allowable capacity +Uti|ization|

ComEd Ex. 109.6

Utilization

Utilization



Graph 5. Northwest Substation Capacity and Load Comparison

Northwest Cumulative Load and Capacity Additions
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Graph 6. Central Substation Capacity and Load Comparison
Central Cumulative Load and Capacity Additions
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Graph 7. Chicago North Substation Capacity and Load Comparison
Chicago North Cumulative Load and Capacity Additions
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Graph 8. Chicago South Substation Capacity and Load Comparison

Chicago South Cumulative Load and Capacity Additions
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Graph 9. Chicago Central Business District Substation Capacity and Load Comparison
Central Business District Cumulative Load and Capacity Additions
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